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WOOD CANT

FASTENED TO

WOOD NAILER

FIELD CAP SHEET INSTALLED

TO TOP OF CANT

FIELD BASE / INTERPLY INSTALLED TO TOP

OF CANT AND OVER THE INSULATION /

COVER BOARD OR ROOF SUBSTRATE

 6"

BASE FLASHING CAP SHEET EXTENDED

ONTO FIELD A MIN. OF 6" BEYOND THE

TOE OF THE CANT (SEE NOTE 2)

SECURE FLASHING

WITH GROMMETED

FASTENERS 12" O.C.

METAL

CAP-FASCIA

FLASHING

CONTINUOUS

METAL CLEAT

 3"

BASE FLASHING BASE SHEET

EXTENDED ONTO FIELD A MIN.

OF 3" BEYOND THE TOE OF THE

CANT (SEE NOTE 2)

NOTES:

1. WHEN INSTALLING WITH INSULATION AND/OR COVER BOARD, WOOD NAILER MUST BE INSTALLED AT ROOF

EDGE, MATCHING THE HEIGHT OF INSULATION / COVER BOARD.

2. EXTEND BASE FLASHING BASE AND CAP SHEETS OVER TOP OF CANT AND DOWN THE FACE 3/4" PAST THE

NAILER / SHEATHING.

3. LAP METAL-CAP FASCIA FLASHING A MINIMUM OF 4"; INSTALL SEALANT IN THE LAP AND SECURE WITH

GROMMETED FASTENERS.


